LANDSCAPE CALCULATIONS @ LANDSCAPE NOTES

1. 108,894 S.F. TOTAL SITE AREA 1. ALL DISTURBED AREAS, NOT LANDSCAPED, WITHIN THE LIMITS OF CONSTRUCTION 8. LANDSCAPE CONTRACTOR TO PROVIDE TOTAL PLANT QUANTITIES SHOWN ON PLANS 11A. REPLACEMENT OF PLANT MATERIAL SHALL OCCUR AT THE FOLLOWING RATE:
15% OF GROSS SITE AREA MUST BE DEDICATED TO TO RECEIVE REVEGETATION. REFER TO PLANS FOR LOCATION OF BLUEGRASS AND IN PLANT LIST IN BID SCHEDULE FOR LANDSCAPE ARCHITECT REVIEW AND TYPE PLANT REPLACEMENT WITHIN
LANDSCAPE. HYDROSEED OR NATIVE SEED MIX. APPROVAL. IN THE EVENT OF A DISCREPANCY CONTRACTOR TO ASSUME TYEAR 2-5 YEARS 6+ YEARS
2. ALL TURF AREAS ADJACENT TO CURB SHALL RECEIVE A SINGLE STRIP OF BLUEGRASS COSTLIEST QUANTITY. Deciduons T _ vt R _ v iovol
108,894 S.F X .15 = 16,334 TOTAL SQARE FEET REQUIRED SOD TO ALLOW FOR BETTER TURF ESTABLISHMENT. SOD STRIP SHALL BE FEATHERED 9. PERENNIAL RYE GRASS SHALL BE APPLIED IF LANDSCAPE INSTALLATION OCCURS eciduous Tree | Increase caliperby 1" Increase callper by 1. _HMMMM om%ﬂ_ w .Mow_ cw_Nm
INTO SOIL FOR SEAMLESS TURF AND HYDROSEED INSTALLATION. DURING SEPTEMBER 15TH AND APRIL 15TH. IF THIS SHOULD OCCUR CONTRACTOR quantily by = ong. size.
16,334 S.F. REQURED 3. ALL LANDSCAPE AREAS TO RECEIVE 100% IRRIGATION. TEMPORARY IRRIGATION MAY SHOULD GIVE ALTERNATE PRICE AT TIME OF BID TO ESTABLISH NATIVE SEED MIX Coniferous Tree | Increase Ht by 2' Increase Ht by 2° Increase ht by 2' plus increase
BE REQUIRED FOR ESTABLISHMENT OF NATIVE AREAS. AND OR BLUEGRASS TURF AREAS. increase qty. by 1 (orig. size) | qty. by 2 (orig size)
37,861 S.F. PROVIDED 4. ALL EXISTING TREES TO BE PROTECTED DURING CONSTRUCTION PER COLT 10. A MINIMUM OF 6" OF PERMEABLE SOIL IS REQUIRED UNDER ALL TURF AND LANDSCAPE
STANDARDS AND SPECIFICATIONS. AREAS. Shrubs Increase qty. by 2 Increase qty. by 4 orig. size | Increase qty. by 12 orig. size
5. ALL SHRUBS USED FOR SCREENING TO BE 5 GAL. CONT. AND 30" IN HT. MINIMUM. 11. ALL LANDSCAPING MUST BE PLANTED AND MAINTAINED IN A NEAT,CLEAN AND HEALTHY orig. size
6. LANDSCAPE CONTRACTOR TO BE FAMILIAR WITH COLT TREE ORDINANCE AND CONDITION BY THE OWNER. THIS SHALL INCLUDE PROPER PRUNING, MOWING OF
LANDSCAPE ORDINANCE SPECIFICATIONS IN REGARDS TO PLANTING AND LAWNS, WEEDING, REMOVAL OF LITTER AND REGULAR WATERING OF ALL PLANTINGS. 12. ADDITIONAL REPLACEMENT SHALL BE IN CONFORMANCE WITH THE LANDSCAPE MATERIAL

SPECIES REQUIREMENTS SET FORTH BY THIS PLAN. ALTERNATIVE MATERIALS, SPECIES AND

INSTALLATION OF LANDSCAPE SUPPLIES AND MATERIALS. SHOULD ANY PLANT MATERIAL DIE THE OWNER, SUCESSOR OR ASSIGNS SHALL BE SIZES WHICH ARE ACCEPTABLE TO THE DIRECTOR MAY BE SUBSTITUTED

RESPONSIBLE FOR THE REPLACEMENT OF PLANT(s) WITHIN ONE (1) PLANTING SEASON.
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'Red Sunset’ Maple

EVERGREEN TREES

Wichita Blue Juniper

Blue Douglas Fir

ORNAMENTAL
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2" Hardwood Mulch

Purple-leaf Winter Creeper

Creeping Mahonia

SOD/SEED

Bluegrass
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SINGLE PLANTING

MAINTAIN SAUCER ON ALL
SIDES OF THE PLANT TO
RETAIN WATER AND MULCH

AN

LIVING EARTH PLANTING MIX OR
APPROVED EQUAL BY LANDSCAPE
ARCHITECT; WATER AND TAMP

TO REMOVE AIR POCKETS
6" MIN. ALL SIDES

BED PLANTING

3" MIN.

&
DEPTH OF CONTAINER \

MULCH 3" MIN. DEPTH

SHRUB ROOTBALL CROWN TO BE
FLUSH WITH FINISH GRADE

FINISH GRADE WITH TOPSOIL

—~=mt—— ROUGH GRADE

—=——— NATIVE SUBGRADE

NOTE:

SHRUB OR GROUNDCOVER
LAYOUT REFER TO PLANTING
PLAN LIST FOR SPACING

MULCH 3" MIN. DEPTH

SHRUB ROOTBALL SHALL
BE FLUSH WITH GRADE.
PREVENT SETTLING OF
SHRUB BY COMPACTING
SOIL MIX BELOW BALL.

STEEL EDGING, 1" ABOVE

i\;j é\? —~=— FINISH GRADE.

LIVING EARTH PLANTING MIX OR
APPROVED EQUAL BY LANDSCAPE
ARCHITECT.

X —=—— UNCOMPACTED NATIVE SOIL.

NOT TO SCALE

NOTE:

SHRUB OR GROUNDCOVER
LAYOUT REFER TO PLANTING
PLAN LIST FOR SPACING

NOTE:

GC ROOTBALL CROWN
TO BE FLUSH WITH FINISH
GRADE AFTER SETTLING

MULCH 3" MIN. DEPTH

SHOVEL CUT EDGE FLUSH
WITH FINISH GRADE
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NATIVE SUBSOIL

COMPACTED PLANT MIX BELOW
ROOTBALL

BACKFILL WITH SPECIFIED PLANTING MIX
WATER AND TAMP TO REMOVE AIR POCKETS

GROUND COVER PLANTING

NOT TO SCALE

NEVER CUT LEADER
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min. all sides

SHADE TREE PLANTING

min. all sides

==

(3) 2" DIA. X 8' LENGTH
LARGE METAL "T" POSTS
IN UNDISTURBED SOIL
PLACE TWO ON PREVAILING
WIND SIDE OF TREE
(PAINTED BLACK)

TIE TO STAKE WITH
PLASTIC CHAIN TIES

MULCH - 3" MIN. DEPTH

SET TOP OF ROOT BALL
3" ABOVE FINISH GRADE.

BUILD 4" HT. SAUCER AROUND
PLANTING PIT WITH TOPSOIL.

LIVING EARTH PLANTING MIX OR
APPROVED EQUAL BY LANDSCAPE
ARCHITECT.

UNDISTURBED SUBGRADE

NOT TO SCALE

SHRUB PLANTING (SINGLE & BED PLANTING)

LANDSCAPE MAINTENANCE SPECIFICATIONS

THE PROPERTY'S LANDSCAPING SHALL BE MAINTAINED IN FIRST CLASS CONDITION AT ALL TIMES. THE QUALITY OF
THE LANDSCAPE MAINTENANCE SHOULD MEET THE STANDARDS NORMALLY PROVIDED BY LANDSCAPE COMPANIES
IN GEORGETOWN. IT WILL AT ALL TIMES HAVE A NEAT, CLEAN, HEALTHY, AND MANICURED APPEARANCE.
CONTRACTOR SHALL PROVIDE FOR FIFTY-TWO VISITS PER YEAR.
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TURF AREAS

MOWING AND EDGING OF ALL TURF AREAS SHALL BE PERFORMED AT LEAST ONCE PER WEEK, JANUARY
THROUGH DECEMBER.

PERENNIAL RYE GRASS OVER-SEEDING SHALL BE SEPARATE AND MUST BE APPROVED BY MANAGEMENT
PRIOR TO OVER-SEEDING. OVER-SEEDING SHALL BE DONE IN A MANNER AND AT A RATE TO INSURE A LUSH,
THICK CONSISTENT WINTER TURF.

TRIMMING AND EDGING OF TURF AREAS TO BE PERFORMED AT EACH VISIT.

ALL TURF AREAS ARE TO BE FERTILIZED A MINIMUM OF FOUR TIMES PER YEAR WITH A HIGH QUALITY, SLOW
RELEASE FERTILIZER FROM A REPUTABLE MANUFACTURER.

CONTRACTOR SHALL APPLY APPROPRIATE FUNGICIDES AS NECESSARY AND PRE-EMERGENT HERBICIDE TWO
TIMES PER YEAR AND POST-EMERGENT HERBICIDE AT THE TIME DEEMED MOST EFFICIENT AND FAVORABLE BY
CONTRACTOR.

TURF TO BE TREATED AS OFTEN AS NECESSARY WITH APPROPRIATE INSECTICIDE TO CONTROL NORMAL SOIL
PESTS.

TREAT FIRE ANTS IN ALL TURF AREAS AS NECESSARY.

RAKING TO BE PERFORMED AS NEEDED TO MAINTAIN APPEARANCE.

DE-THATCH AND AERATE TURF ONCE DURING THE YEAR IN CONJUNCTION WITH RYE OVERSEEDING. IF OWNER
OPTS TO NOT PERFORM RYE OVERSEED, DE-THATCHING AND AERATING TO BE PERFORMED IN EARLY SPRING.
BAG ALL AREAS WITHIN 45 FEET OF BUILDINGS, DRIVEWAYS, AND SIDEWALKS.

SHRUBS, GROUND COVER, BEDS AND ANNUALS

TO BE MAINTAINED WEED FREE, AS NEEDED USING APPROPRIATE HERBICIDES AND MANUAL WEEDING. USE A
MINIMUM OF TWO PRE-EMERGENT APPLICATIONS AND MANUALLY WEED EACH VISIT.

TO BE FERTILIZED FOUR TIMES PER YEAR WITH A BALANCED HIGH QUALITY, SLOW RELEASE FERTILIZER,
APPROPRIATE TO THE SHRUBS ON THE PROJECT.

SHRUBBERY TO BE HAND TRIMMED AS SPECIFIED TO MAINTAIN A MANICURED APPEARANCE OR AS OTHERWISE
REQUESTED BY OWNER. USE ONLY SKILLED PERSONNEL WITH SIGNIFICANT EXPERIENCE IN CLASS A
PROPERTIES. NO SHEARING, ALL TO BE DONE WITH SELECTIVE HAND PRUNING TO KEEP PLANT WITHIN
BOUNDS BUT TO MAINTAIN A NATURAL SHAPE AND APPEARANCE.

TO BE INSPECTED WEEKLY BY QUALIFIED SUPERVISOR, FOLLOWED BY A WRITTEN REPORT OF PROBLEMS
DISCOVERED AND ACTIONS TO BE TAKEN.

TO BE SPRAYED WITH APPROPRIATE INSECTICIDES AND FUNGICIDES AS NECESSARY.

ANNUALS TO BE CHANGED OUT FOUR TIMES PER YEAR USING FOUR (4) INCH POTS AND FERTILIZED AT EACH
CHANGE. MONITOR AND APPLY FUNGICIDES AND INSECTICIDES AS NECESSARY TO INSURE MAXIMUM VIGOR
AND APPEARANCE.

APPLY SHREDDED HARDWOOD MULCH TO A DEPTH OF TWO INCHES, A MINIMUM OF THREE TIMES ANNUALLY.
IF MULCH DEPTH ACCUMULATION BECOMES SO EXCESSIVE AS TO BE DETRIMENTAL TO PLANT HEALTH, RAKE
OUT AND DISPOSE OF EXCESS QUANTITIES OF THE OLDEST MATERIAL.

ALL TRAFFIC AND DIRECTIONAL SIGNAGE TO BE KEPT FREE AND CLEAR FROM ALL BUSHES/SHRUBS, ETC.

A THREE-FOOT PERIMETER AROUND ALL FIRE HYDRANTS SHALL BE MAINTAINED.

LANDSCAPE TREES (4" CALIPER OR LESS)

TO BE LIGHTLY PRUNED AS NECESSARY (AT LEAST ONCE A MONTH DURING GROWING SEASON).

TO BE PRUNED AND SHAPED ONCE DURING WINTER MONTHS. PRUNE TO CLASS | STANDARDS. NOTIFY
MANAGEMENT PRIOR TO AND IMMEDIATELY FOLLOWING PRUNING ACTIVITY. PRUNING TO BE DONE BY
QUALIFIED TREE CARE FIRM, SUBJECT TO MANAGEMENT APPROVAL.

DEEP ROOT FERTILIZE ALL LANDSCAPE TREES ONE TIME PER YEAR. SUBMIT INFORMATION ON MATERIALS,
APPLICATION METHODS AND APPLICATOR QUALIFICATION ONE WEEK PRIOR TO PERFORMING WORK.

ALL TRAFFIC AND DIRECTIONAL SIGNAGE TO BE KEPT FREE OF TREE LIMBS AND BRANCHES.

LARGE TREES (GREATER THAN 4" CALIPER)

KEEP TREES FREE OF VINES AT ALL TIMES.

CONTRACTOR SHALL AT ALL TIMES BE ON THE LOOKOUT FOR INSECT AND DISEASE INFESTATIONS AND OTHER
TREE DAMAGE SUCH AS LIGHTNING OR VEHICULAR DAMAGE. CONTRACTOR SHALL NOTIFY MANAGEMENT
IMMEDIATELY OF SUCH DANGER OR DISEASE SO THAT CORRECTIVE ACTION CAN BE TAKEN.

DEBRIS AND LITTER

NORMAL TRASH AND LITTER WILL BE REMOVED FROM ALL LAWN AND LANDSCAPED AREAS WEEKLY.
ALL DEBRIS RESULTING FROM ANY AND ALL LANDSCAPE WORK SHALL BE CLEANED UP IMMEDIATELY.
REMOVE DEBRIS FROM POTS/PLANTERS ON SIDEWALKS.

PAVED AREAS

AT PARKING LOT PERIMETERS AND PAVING JOINTS, WEEDS AND GRASSES ARE TO BE CONTROLLED WITH
CONTACT HERBICIDE SPRAYS AND MANUAL WEEDING AS REQUIRED.

ALL DEBRIS RESULTING FROM ANY AND ALL LANDSCAPE WORK SHALL BE CLEANED UP IMMEDIATELY.

IRRIGATION

CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING AND OPERATING ALL IRRIGATION SYSTEMS AT THE
PROPERTY EXCEPT AS MAY BE OTHERWISE NOTED.

IRRIGATION SYSTEMS MUST BE INSPECTED MONTHLY AND A REPORT MUST BE SUBMITTED TO MANAGEMENT.
MANAGEMENT MUST APPROVE REPAIRS GREATER THAN $250.00.

CONTRACTOR WILL ENSURE THAT WATERING CYCLES ARE IN COMPLIANCE WITH ANY CITY GUIDELINES AS A
RESULT OF WATER RATIONING OR WATER CONSERVATION. ANY FEES OR PENALTIES INCURRED BY VIOLATION
OF ORDINANCES WILL BE BILLED TO CONTRACTOR.

ALL HEADS AND NOZZLES BROKEN BY LANDSCAPE MAINTENANCE OPERATIONS WILL BE REPAIRED OR
REPLACED AT CONTRACTOR EXPENSE.

ALL NOZZLES WILL BE CLEANED MONTHLY IF NECESSARY AND ALL HEADS WILL BE ADJUSTED AS NEEDED.

GENERAL

CONTRACTOR SHALL PROVIDE ADEQUATE SUPERVISION TO ASSURE THAT ALL WORK WILL BE DONE IN
ACCORDANCE WITH THIS AGREEMENT AND GENERALLY ACCEPTED GOOD PRACTICE. A WEEKLY VISIT BY A
QUALIFIED SUPERVISOR IS A MINIMUM REQUIREMENT. ADEQUATE TIME SHALL BE ALLOWED FOR A THOROUGH
AND COMPLETE EXAMINATION OF THE ENTIRE PROPERTY.

CONTRACTOR SHALL REPLACE AT CONTRACTOR'S EXPENSE ANY PLANT MATERIAL THAT DIES DUE TO DAMAGE
BY LAWN MAINTENANCE, EQUIPMENT OR CONTRACTOR'S NEGLIGENCE.

ALL WORK SHALL BE PERFORMED BY CONTRACTOR'S EMPLOYEES; NO WORK SHALL BE PERFORMED BY
SUBCONTRACTORS WITHOUT WRITTEN CONSENT OF MANAGEMENT.

ALL EMPLOYEES WILL WEAR UNIFORMS AND PROVIDE A NEAT APPEARANCE AND PROFESSIONAL BEHAVIOR AT
ALL TIMES.

CREW MEMBERS WILL OBSERVE ALL OSHA REGULATIONS. ALL EQUIPMENT WILL BE PROPERLY MAINTAINED
AND KEPT IN A SAFE OPERATING CONDITION.

ALL DEBRIS RESULTING FROM ANY AND ALL LANDSCAPE WORK SHALL BE IMMEDIATELY CLEANED UP AND
REMOVED FROM SITE. USE OF AN ON-SITE DUMPSTER IS PROHIBITED.

ADDITIONAL PROJECTS, LANDSCAPE UPGRADES, ETC. WILL BE NEGOTIATED AS NEEDED.

IF THERE ARE POTS OR SIDEWALK PLANTERS AT PROPERTY, CONTRACTOR SHALL MAINTAIN IRRIGATION OR
HAND WATER AS NEEDED. CONTRACTOR TO MAINTAIN PLANTS/ANNUALS IN POTS/CONTAINERS IN
ACCORDANCE WITH ALL SPECS NOTED ABOVE.
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COMPLETE ALL LANDSCAPE PLANTING AND RELATED EARTHWORK INCLUDING ALL PRODUCTS,
EQUIPMENT AND LABOR, FOR THE LANDSCAPE AREAS SHOWN ON THE DRAWING AND DESCRIBED
IN THE SPECIFICATIONS.

ALL QUESTIONS SHOULD BE REFERRED TO THE PROJECT LANDSCAPE ARCHITECT.

INFORMATION PROVIDED ON THIS PLAN IS GENERAL IN NATURE. DIMENSIONS, LOCATIONS, AND
AREAS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED PRIOR TO BIDDING & INSTALLATION.

QUANTITIES SHOWN FOR PLANT MATERIALS ARE APPROXIMATE. ACTUAL INSTALLED QUANTITIES
OF PLANT MATERIALS MAY VARY FROM THE PLAN AND SHOULD BE FIELD DETERMINED
ACCORDING TO THE GIVEN SPACING AND FIELD CONDITIONS. DISCREPANCIES BETWEEN FIELD
CONDITIONS AND THE PLAN WHICH LIMIT THE CONTRACTOR SHOULD BE BROUGHT TO THE
ATTENTION OF THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

BY BIDDING, THE CONTRACTOR ACKNOWLEDGES THAT HE/SHE HAS SATISFIED HIMSELF/HERSELF
AS TO THE NATURE AND LOCATION OF THE WORK AND TO THE QUALITY OF SURFACE AND
SUBSURFACE MATERIALS OR OBSTACLES INSOFAR AS THIS DATA IS REASONABLY ASCERTAINABLE
FROM AN INSPECTION OF THE SITE. ANY FAILURE BY THE CONTRACTOR TO ACQUAINT HIMSELF/
HERSELF WITH THE AVAILABLE INFORMATION WILL NOT RELIEVE HIM/HER FROM RESPONSIBILITY
FOR ESTIMATING PROPERLY THE DIFFICULTY OR COST OF SUCCESSFULLY PERFORMING THE
WORK AS DESCRIBED.

INSTALLATION OF ALL LANDSCAPING MUST BE COORDINATED WITH THE INSTALLATION OF RELATED
IRRIGATION, SITE WORK, AND GRADING.

UNLESS SPECIFICALLY NOTED, INSTALL ALL MASSED PLANTING UTILIZING EQUILATERAL TRIANGULAR
SPACING.

EVENLY APPLY 3" OF MULCH TO ALL CONTINUOUS PLANTING BEDS. MULCH WILL BE PROVIDED
BY THE OWNER AND INSTALLED BY THE CONTRACTOR.

SUBSTITUTIONS OF PLANT SPECIES, SIZES, OR OTHER SPECIFIED MATERIALS WILL NOT BE
ALLOWED WITHOUT PRIOR APPROVAL BY THE PROJECT LANDSCAPE ARCHITECT.

PLANT MATERIAL AND LAYOUT MUST BE APPROVED BY THE PROJECT LANDSCAPE ARCHITECT
PRIOR TO INSTALLATION.

ALL IDENTIFICATION TAGS PROVIDED BY GROWERS AND PLACED ON TREES AND SHRUBS ARE TO
REMAIN ON THE PLANTS THROUGH THE PUNCH-LIST INSPECTION. TAGS ARE TO BE REMOVED PRIOR
TO FINAL ACCEPTANCE, OR UPON REQUEST OF THE PROJECT LANDSCAPE ARCHITECT.

SEED MIX/SOLID SOD WILL BE APPLIED TO ALL CONSTRUCTION-DAMAGED GROUND SURFACES

NOT OTHERWISE PLANTED. CONTRACTOR SHALL REVIEW RELATED CONSTRUCTION

DRAWINGS FOR LIMITS OF CONSTRUCTION AND SHALL ALSO BE RESPONSIBLE FOR COORDINATING
WITH OTHER SITE CONTRACTORS TO DETERMINE ACTUAL AREAS OF SEEDING REQUIRED,
INCLUDING AREAS DISTURBED BY UTILITY EXTENSIONS.

BED PREPARATION SOIL MIX IS TO BE USED FOR PLANTING BACKFILL MIXTURES.

ALL PLANTING BEDS INDICATED WILL BE IRRIGATED WITH AN UNDERGROUND AUTOMATIC IRRIGATION

IRRIGATION CONTRACTOR IS TO BE A STATE OF TEXAS LICENSED IRRIGATOR, AND IS TO FOLLOW
ALL TCEQ CODES AND REGULATIONS. CONTRACTOR IS RESPONSIBLE FOR PROVIDING AS-BUILT
DRAWINGS AND SPECIFICATIONS FOR IRRIGATION SYSTEM INCLUDING PIPE SIZES AND LOCATIONS.

ALL SEEDING AREAS DISTURBED BY CONSTRUCTION SHALL TEMPORARILY IRRIGATED

OR SPRINKLED IN A MANNER THAT WILL NOT ERODE THE TOPSOIL, BUT WILL SUFFICIENTLY SOAK THE
SOIL TO A DEPTH OF SIX INCHES. THE IRRIGATION SHALL OCCUR AT TEN-DAY INTERVALS DURING THE
FIRST TWO MONTHS. RAINFALL OCCURRENCE OF 1/2 INCH OR MORE SHALL POSTPONE THE WATERING
SCHEDULE FOR ONE WEEK. RESTORATION SHALL BE ACCEPTABLE WHEN THE GRASS HAS GROWN AT
LEAST 1-1/2 INCHES HIGH WITH 95% COVERAGE, PROVIDED NO BARE SPOTS LARGER THAN 16 SQUARE
FEET EXIST.

REGULAR MAINTENANCE IS REQUIRED OF ALL LANDSCAPE AREAS AND PLANT MATERIALS IN A VIGOROUS
AND HEALTHY CONDITION, FREE FROM DISEASES, PEST WEEDS, AND LITTER. THIS MAINTENANCE SHALL
INCLUDE WEEDING, WATERING, FERTILIZATION, PRUNING, MOWING, EDGING, MULCHING OR OTHER
NEEDED MAINTENANCE, IN ACCORDANCE WITH GENERALLY ACCEPTED HORTICULTURAL PRACTICES
UNTIL THE PROJECT HAS BEEN ACCEPTED BY THE PROJECT LANDSCAPE ARCHITECT.

THE OWNERS OF THE LANDSCAPED PROPERTY, OR THE MANAGER OR

AGENT OF THE OWNER, SHALL BE RESPONSIBLE FOR THE MAINTENANCE OF ALL LANDSCAPE AREAS.
SAID AREAS SHALL BE MAINTAINED SO AS TO PRESENT A HEALTHY, NEAT AND ORDERLY APPEARANCE

AT ALL TIMES AND SHALL BE KEPT FREE OF REFUSE AND DEBRIS. ALL PLANTING BEDS SHALL BE
PROVIDED WITH A READILY AVAILABLE WATER SUPPLY AND WATERED AS NECESSARY TO ENSURE
CONTINUOUS HEALTHY GROWTH AND DEVELOPMENT. MAINTENANCE SHALL INCLUDE THE REPLACEMENT

OF ALL DEAD PLANT MATERIAL IF THAT MATERIAL WAS USED TO MEET THE REQUIREMENTS OF THE ORDINANCE.

ALL PARKING LOT LANDSCAPE ISLANDS WILL HAVE A 12" CROWN ABOVE THE TOP OF CURB.

ALL LANDSCAPE MATERIALS SHOULD BE IN COMPLIANCE WITHT THE CURRENT STANDARDS RECOMMENDED

BY THE AMERICAN ASSOCIATION OF NURSERYMEN.
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TREES QTY BOTANICAL COMMON CONT CAL SIZE REMARKS
15 Acer rubrum ‘Red Sunset’ ‘Red Sunset” Maple B&B 3"Cal 12°-15" HT.
EVERGREEN TREES QTY BOTANICAL COMMON CONT CAL SIZE REMARKS
34 Juniperus scopulorum “Wichita Blue® Wichita Blue Juniper 15 gal 8" Min.
12 Pseudotsuga menziesii “Glauca® Blue Douglas Fir B &B 10°-12" HT.
ORNAMENTAL QTyY BOTANICAL COMMON CONT CAL SIZE REMARKS
14 Amelanchier grandiflora *Autumn Brilliance™ "Autumn Brilliance™ Serviceberry B&B 2"Cal 10°-12" HT.
70 Cornus stolonifera “Isanti’ Isanti Dogwood 5 gal
SHRUBS QTY BOTANICAL COMMON CONT REMARKS
@ 62 Juniperus horizontalis ‘Plumosa Compacta’ Creeping Juniper, Compact Andorra Juniper 5 gal
@ 110 Mahonia aquifolium *Compacta’ Compact Oregon Grape 5 gal
@ 6 Pinus mugo "Mops® 5 gal
GRASSES QTY BOTANICAL COMMON CONT REMARKS
% 13 Calamagrostis acutifolia “Karl Foerster’ Foerster's Reed Grass 5 gal
@ 47 Festuca ovina glauca "Elijah Blue’ Blue Fescue 1 gal
@ 36 Helictotrichon sempervirens Blue Oat Grass 3 gal
GROUND COVERS QTY BOTANICAL COMMON CONT REMARKS
1 I
- _ 2,500 sf 2" Hardwood Mulch mulch
I~~~ 3,716 Euonymus fortunei “Colorata Purple-leaf Winter Creeper 4"pot@ 18" oc
VvV
VNV
SIS . . . "
oy 489 Mahonia repens Creeping Mahonia 1 gal@ 60" oc
SIS
SOD/SEED QTY BOTANICAL COMMON CONT REMARKS
11,260 sf Poa pratensis sod
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